














Passible Cause zSalution

®#(Clogged Prefilter Replace Filter.

Incomung water pressure must be above 40 P51 Install a Booster

e ow inconung water pressuse.
= b Pump or Permeate Pump.

#Reverse Osmosis Membrane 15 not correctly

sealed in Membrane Housing. Check that RO Membrane is correctly mstalled.

If Membrane life 1s unusually short, find and correct the problem.

#Reverse Osmosis membrane 1s expended. , . .
P {Average life 15 2 - 3 vears.) Replace RO Membrane.

®Product water and drain water hines are

Correct plumbing.
reversed.

#No water to dramn. Dram Flow Restrictor 13

Replace Dramn Flow Restrictor.
clogged.

@No water to drain. Air Gap Faucet 15

clogged. Clear or replace Air Gap Faucet.

& The Automaric Shut-Off Valve 15 not

. Repair or replace Automatic Shut-Off Valve.
closing. ; P

New Carbon Postfilter has not b 1 . . . . . -
®New Carbon Postfilter has not been rmsed Dirain Holding Tank twice to rinse new Carbon Postfilter.

completely.
@ The incoming feed water TDS has An increase in feed water TDS will also give an increase in Product
mncreased. Water TDS.

Possible Cause %Solutien
®Carbon Post Filter 1s exhausted. ‘Replace Filter.
@ There 1s foreign matter 1 Holding Tank. Clean. flush and sanitize the Holding Tank Replace filters.

®Product water and Drain water lines are reversed.  Correct plumbing.

‘@Dissolved gases m feed water. Pre-treat feed water to remove gasses.

‘®Increase in Product Water TDS. S“ee High TDS i Product Water Section




